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Helena features a more rugged appearance with a more aggressive 
scraping technique and falls in our Heavy Scraped category. The 
surface texture varies from board to board like the color variation 
creating a truly unique visual unrivaled by any other product.  The 
Helena collection offers 4 colorations.

HEAVY SCRAPED: A deep scraping technique offers a dramatic, 
rustic visual. Heavy scraped hardwoods fit well in a country-inspired 
or lodge-inspired settings or can offer a warm, rich look to 
traditional decor.

Features

Colors

304 Burnt Barnwood 510 Stonehenge

879 Warm Sunset 941 Weathered Saddle
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Specifications
Style SW445
Thickness 3/8" (9.5mm)
Width 5"
Species Kupay
Texture Heavy Scraped
Gloss Level 20%
Janka Hardness Rating 1510
Edge Description Beveled
End Description Beveled

*Cartons may include random lengths

This Shaw hardwood meets the 
GREENGUARD indoor air quality 
requirements and is GREENGUARD 
Children & Schools Certified. 

This product features ScufResist™ PLATINUM 
– Shaw's extremely wear resistant UV cured 
polyurethane finish with Aluminum Oxide 
designed to help resist household scuffing  
on hardwood floors.

This Shaw hardwood is warranted that the 
face surface of this product will not peel off 
or wear through for 50 years from the date 
of purchase.

Installation Grade

This Shaw hardwood can be installed above, 
on or below ground level.

This hardwood is rated High color and  
character variation with distinguishable color 
variation within each box. It is imperative that 
hardwood planks from various cartons be 
continually blended during installation to insure 
optimum appearance.

HIGH
VARIATION

This Shaw hardwood is approved for 
installation over water type radiant heated 
subfloors. Floating installation method only. 
Direct glue-down is NOT recommended!
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NOTICE:
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Trim differences in high-variation Kupay hardwood
Two Shaw introductions made from Kupay hardwood, Helena and Cascade Mountain, 
feature natural, high-variation colorations that represent an inherent aspect of this 
exotic hardwood. Colors within individual boards, as well as from board to board, may 
vary significantly from light to dark.

Since the available trim color may contrast considerably with the plank it is adjacent 
to, installers should consider the placement of planks to achieve the most acceptable 
match. 

PHOTO OF CONTRASTING PLANK/TRIM
Customers should be advised of this aspect before installation to avoid potential 
claims. Unless planks are placed to coordinate with the trim, trim color will match the 
adjacent planks in some areas and contrast with planks in others. Remember that this 
is simply an inherent feature of this high-variation wood.  

THIS IS NOT A DEFECT AND WILL NOT BE A VALID CLAIM.

Kupay Trim Alert
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